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ANCHOR UNIT PAY LIMITS

.25'-0" LINEAR OFFSET

1
2000’ MAX.

1
2000’ MAX.

2000' MAX.

OF ANCHORAGE SECTION

25'-0" LINEAR OFFSET

25'-0" LINEAR OFFSET

OF ANCHORAGE SECTION

OF ANCHORAGE SECTION
INTERMEDIATE ANCHORAGE SECTION
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25'-0" LINEAR OFFSET

25'-0" LINEAR OFFSET

OF ANCHORAGE SECTION

INTERMEDIATE ANCHORAGE SECTION

OF ANCHORAGE SECTION
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GUIDERAIL PAY LIMITS

ANCHOR UNIT PAY LIMITS

2"0"|

4" X 6" WOOD POST
(SEE NOTE BELOW)

ANCHOR UNIT

ANCHOR UNIT PAY LIMITS

ANCHOR UNIT PAY LIMITS

GUIDERAIL PAY LIMITS
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ANCHOR UNIT PAY LIMITS

POSTS

16"0"

\i TYPICAL ON TANGENT
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ASSEMBLY

\
CABLE END
SEE NOTES 7 & 8 i

PLAN
AL APPROACHi& TER

GUIDERAIL PAY LIMITS N

PLAN
TYPICAL LAYOUT

ANCHOR UNIT

7 -

ANCHOR UNIT
Az \
I ‘ |
‘ _4/ ‘ \ CABLE END |

ANCHOR POST—/ | CABLE' END i ASSEMBLY

ASSEMBLY

2000’ MAXIMUM BETWEEN TERMINAL SECT{ONS, TERMINAL SECTIONS AND

INTERMEDIATE ANCHORAGE SECTIONS, OR INFERMEDIATE‘ANCHORAGE‘SECTIONS '

4
POSTS i
|

MINAL SECTIONS

____o________._

. SIDE VIEW gHOWINGiCABLE WIRE
|

PLACEMENT ON POST

e ——
———— &

\ PLAN

l
| SEE NOTES 7 & 8'
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| DETAIL A"

TYPICAL INTFRMEDIKTE AN?HORAGE SECTION

| SIDE VIEW SHOWING CABLE WIRE
| PLACEMENT ON POST |

%

o |

R |

WHEN USED AT A DRIVEWAY OR VEHICLE OPENING ONLY PLACE A 4" X 6" X 5'-4"
WOOD POST 30" ABOVE GROUND LINE.
*PROVIDE OPENINGS ONLY FOR AREAS AS DESIGNATED ON ROADWAY PLAN SHEETS.

[

¢ ¢ ©

PLACE POST 6" AHEAD OF CONCRETE ANCHOR.

ELEVATION

TYPICAL APPROACH & TERMINAL SECTIONS

ELEVATION

TYPICAL INTERMEDIATE ANCHORAGE SECTION

STATE OF

NORTH CAROLINA
OF TRANSPORTATION

DIVISION OF HIGHWAYS
RALEIGH, N.C.

DEPT.

ENGLISH STANDARD DRAWING FOR
CABLE GUIDERAIL
GUIDERAIL LAYOUT
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